
SEAL LEAK DETECTION CHECKLIST

LOOK FOR RESIN SHEEN, BUBBLING, OR CARBONIZED STREAKS AROUND MANIFOLD,

NOZZLES, AND HEATERS

CHECK FOR DISCOLORATION OR BURN MARKS NEAR THE GATE AREA

VISUAL INSPECTION

COMPARE HEATER SETPOINTS TO ACTUAL THERMOCOUPLE READINGS

IDENTIFY HOT OR COLD SPOTS THAT MAY INDICATE A LEAKING SEAL DISRUPTING HEAT

FLOW

TEMPERATURE VERIFICATION

CYCLE PINS TO CONFIRM SMOOTH, FREE MOVEMENT CABINETS

WATCH FOR SLUGGISH, STICKY, OR RESTRICTED MOTION THAT MAY SIGNAL RESIN LEAKAGE

VALVE PIN MOVEMENT

REMOVE O-RINGS AND INSPECT: CRACKING, FLATTENING, HARDENING, ELASTICITY

REPLACE ANY O-RING SHOWING VISIBLE WEAR OR LOSS OF FLEXIBILITY

O-RING COMPRESSION

CONFIRM SEALS AND O-RINGS ARE PROPERLY SEATED AND EVENLY COMPRESSED

CHECK FOR MISALIGNMENT OR PINCHED EDGES

SEAL ALIGNMENT & SEATING

D a t e S u p e r v i s o r

NOTES:


